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Features Locking system
Door thickness:   6 mm. 
Body thickness:   4 mm. 
Bolts:  2 x Ø25 mm.
Colour: Interior cover & tray: 
 Titanium RAL 9007
 Body: Black.  
 Front, frame and door made of 

glossy black methacrylate.
Anchor holes::�� ȅȅِח¡��ˢȒȒȸב�ȅȅ�ٖא¡��ɯƏǼǼב
Internal light:  Energy saving LEDs.

Lock: 
Digital touch keyboard, with motorized opening. It 
has an emergency lock with a laser cut key.
Digital keyboard: 
1 user code with 4 to 7 digits.
Power supply: Connection to the electrical network 
with power adapter (5V) and USB type C cable.
Backup AA batteries in case of power outage.
Connectivity: Connected to the Wi-Fi network. It 
remains operational in the event of a network failure.
Compatible with all TUYA smart devices and Google 
and Amazon assistants.

Modernity and elegance are the qualities that best 
ƳƺɀƬȸǣƫƺ�Ɏǝƺ�ȇƺɯ�JƏȅȅƏ�ɀƺȸǣƺɀِ�XɎɀ�ƬƏȸƺǔɖǼ�ˡȇǣɀǝƺɀ�ƏȇƳ�
its shiny black methacrylate front give it a sober and 
technological look.
The Gamma series connects to the home's Wi-Fi 
network and allows actions such as remote opening, 
user management or reading the event log to be carried 
out.
It is compatible with Google Assistant and Amazon 
Alexa, and allows you to create automations through 
the TUYA app together with other connected devices.
Its RGB backlit touch keyboard illuminates all the keys 
and emits different warnings with colors depending on 
each situation.
Internet connectivity and user data protected by the 
highest cybersecurity standards (ISO/IEC 27001, ETSI EN 
�Á«È³Áƺ�!ƺȸɎǣˡƬƏɎƺɀ٣ًדגהבב

Safe connected to the 
WiFi network of the house.

Compatible with:

Backlit touch keyboard with RGB 
lighting, with different warnings 
depending on the event that 
takes place.

NEW
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Model Code (H x W x D) L. Packaging
H x W x D

EAN Cod
8421461

GAMMA 11147 EXTERIOR 300 x 350 x 300 INTERIOR 291 x 342 x 286 1 25 3,5 310 x 370 x 310 111470
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GSafes - FREE STANDING

Permanent users with password
Áǝƺɵ�Əȸƺ�ƳƺˡȇƺƳ�ǣȇ�Ɏǝƺ�ɀƏǔƺ�ƏȇƳ�Ɏǝƺ�ɖɀƺȸ�
number is associated in the APP. User keys 
are not stored in the app or on the server.

Temporary passwords
JƺȇƺȸƏɎǣȒȇ�Ȓǔ�ɮƏǼǣƳ�ȵƏɀɀɯȒȸƳɀ�ǔȒȸ�Ə�ɀȵƺƬǣˡƬ�
period of time.

One-time dynamic password
Generation of passwords for a single use. They 
are only valid for the next 5 minutes.

Event log
Audit access to all events through the APP 
from a mobile device.

Other administrators with APP
¨ȒɀɀǣƫǣǼǣɎɵ�ɎȒ�Ƴƺˡȇƺ�ɀƺɮƺȸƏǼ�ƏƳȅǣȇǣɀɎȸƏɎȒȸɀ�Ȓǔ�
the safe.

REMOTE OPENING
Remote opening is requested from 
the safe. The administrator receives 
Əȇ�ȒȵƺȇǣȇǕ�ȸƺȷɖƺɀɎ�ȇȒɎǣˡƬƏɎǣȒȇ�

and authorizes.

Examples: Take a photo with your surveillance camera and send it to your Smartphone every time the safe is opened, 
Ɏɖȸȇ�Ȓǔǔ�Ɏǝƺ�ǼǣǕǝɎɀ�ƺɮƺȸɵ�Ɏǣȅƺ�Ɏǝƺ�Ƴɖȸƺɀɀ�ƏǼƏȸȅ�ǣɀ�ɎȸǣǕǕƺȸƺƳ�Ȓȸ�ɀƺȇƳ�Ə�ȇȒɎǣˡƬƏɎǣȒȇ�ɎȒ�ɵȒɖȸ�ȅȒƫǣǼƺ�ƺɮƺȸɵ�Ɏǣȅƺ�Ɏǝƺȸƺ�ǣɀ�Əȇ�
opening attempt failed. Control your safe remotely with all your connected devices.

Create automations with other connected devices
through a smartphone.

POWER SUPPLY
Connection to the electrical 
network with power adapter 

(5V) and USB type C cable, with 
practically zero consumption. It has 

four AA-type backup batteries in 
case of power outage.

ALARMS
«ƺƬƺǣɮƺ�ȵɖɀǝ�ȇȒɎǣˡƬƏɎǣȒȇɀ�ɯǣɎǝ�
ƬȒȇˡǕɖȸƺƳ�ƏǼƏȸȅɀِ�٢¨Ȓɯƺȸ�ǔƏǣǼɖȸƺً�

high temperature, low battery 
warning, shock/vibration, door 

obstacle, failed inserts and duress).

CONNECTED SAFE


